
Field: Aliso Canyon 

Well: Porter 50C (037‐24337) 

Block Test and SAPT Witnessed by CDOGGR 

Descriptions: 

BLOCK TEST: 

From Cal Wms ‐ Ernest Blevins was the field engineer       DATE: 18‐Mar‐2016 
 
1st Stage SAPT ‐ Above 9 5/8" Packer @ 3500' ‐ Surface.  Casing held surface 
pressure of 3670 psi for 60 min. with 11 psi bleedoff at end of test. 
 
2nd Stage SAPT ‐ Below Packer @ 3500' down to Bridge Plug @ 7128' (with 
sand cover up to 7112').  Surface pressure of 2328 psi held for 60 min with 
12 psi bleedoff at end of 60 min.  Both tests were successfull ‐ GOOD.  ‐ EB 

 

   
 

SAPT: 

From Cal Wms ‐ Ernest Blevins was the field engineer       DATE: 06‐Apr‐2016 

1st Completion Test ‐ SAPT of Annulus from surface to packer @ 7090' for 60 min. with 1,112 psi.  

Tubing inside was open at surface.  Pressure grew 59 psi in 1 hour to 1,171 psi.  The testing gear (digital 

guage, chart, and hose lines) were in direct sunlight in 86‐88' temps). 

 

2nd Completion Test ‐ SAPT of inside 3 1/2" Tubing with plug at bottom = 7,074';  60 min with 3,828 psi 

inside the Tubing.  After an hour the pressure had climbed 30 psi to 3,858.  Testing equipment was in 

the sun during the test, and was 82‐83' degrees outside during the test. 

 


